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AC Un-Breakable Street Light

p Auto On - Off

» Polycarbonate + Nylon Casing

P Withstands Voltage Fluctuation from 90V to 300V.
(for 1x36 W & 2x36 W)

~ Model : SS - 4006 Model : SS -4007

Model : SS -4009
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AC Un-Breakable Street Light
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Outdoor Use for Street Lighting Purpose
Dusk to Dawn; Auto On - Off

Unbreakable Polycarbonate Chimney & Nylon Body
from Gautam Polymers (Solid - Case™)
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Traffic Light / Blinker

Traffic Blinker

p Smooth Light Spread from LED ‘Lens’
p Higher Visibility with 12” Dia

P 100% Water & Rust Proof
p Highly Rugged Polycarbonate Body

Traffic Signal
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SOLAR PANEL : 37 Wp

Traffic Light

BATTERY : Flooded Lead Acid 12 V - 40 Ah

CASING
ASPECT HEAD ( Black | 350 mm x 350 mm These are best practices
Box ) approximate standard for Visibility at
Outer Dimensions long distance, Useful for
LENS DIAMETER 12 inches Road Safety.

BOX and LENS

MATERIAL of BLACK | Weather Proof Polycarbonate | Polycarbonate is highly

suitable for Outdoor Use
and provides better Water
Proofing, Corrosion
Resistance & Rust Proof.

COVER)

LENS (TRANSPARENT | Individual LEDs are not It is imperative that Anti

plainly visible to the eye. Glare Lenses are used with
Minimal Transmittivity Loss LEDs.
with Proper Lensing Affect

ELECTRONIC CONTROLS (Traffic Blinker)

Light Source LEDs The LEDs would provide
No. of LEDs 180 for Red Visibility at long distance,
LED Type 5 mm High Brightness LEDs | useful for Road Safety.
Works on 12V DC Supply

FLASHES / MINUTE 40 - 30

SWITCHING CIRCUIT 2 Amps

INTELLIGENT Control Battery Charging to desired level

CHARGER

SENSOR Reduce Intensity of Lights at Night

LED CONTROLS Stable Current + Voltage + frequency Input to LEDs

MECHANICAL REQUIREMENTS :-

Battery Box A Vented Acid Proof Plastic Battery Box (with a minimum
thickness of 1.5 mm) that offers 100% protection against corrosion.
Pole & Meter long of 100 mm dia. Traffic Signal pole fabricated

from MS Pipe A Class IS| Marked with a base plate and

having arrangement for mounting of signal head assemblies,
battery box and equipment box with proper locking arrangement
complete in all respects. The pole is to be erected 1 meter below
ground level in CC Mixture in all respect.

Module Frame

Corrosion Resistant material which shall be electrically
compatible with structural material used for mounting the modules.




